
SITE NOTES:

SITE INFORMATION PROVIDED BY COUNTY MAP AND OWNER VERIFICATION. ALL SITE CONDITIONS TO BE
VERIFIED PRIOR TO CONSTRUCTION.

ALL SETBACKS, EASEMENTS, AND CC&R REQUIREMENTS TO BE VERIFIED PRIOR TO CONSTRUCTION.

FINAL SITTING OF THE DWELLING SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR.

ALL HARDSCAPE DRAINAGE TO BE DIRECTED TO LANDSCAPE DRAINAGE CONTAINMENT OR CITY DRYWELL
WHERE APPLICABLE.

CONFIRM ALL UTILITIES AND TRENCH LOCATIONS WITH CONTRACTOR PRIOR TO CONSTRUCTION.

UTILITY NOTES:

· SEPARATION BETWEEN SANITARY SEWER AND WATER LINE SHOULD BE 5' MIN. SKIN TO SKIN.

· SEPARATION BETWEEN UNDERGROUND ELECTRICAL SERVICE LINE AND WATER LINE SHOIULD BE 4'
MIN.

· SEPARATION BETWEEN MULTIPLE WATER SERVICES ON ONE TAX LOT SHOULD BE 3' MIN.

· SEPARATION BETWEEN WATER SERVICE AND PROPERTY LINES SHOULD BE 1.5' MIN.

· ALL OTHER UNDERGROUND UTILITIES NEED TO HAVE 3' MIN. SEPARATION FROM WATER LINE.

· WATER LINES ARE SHOWN IN THE PUBLIC RIGHT OF WAY, NOT ON PRIVATE PROPERTY.

“PROPOSED PERIMETER FENCE WILL BE NO TALLER THAN 3.5'
WITHIN THE FIRST 10 FEET OF THE STREET LOT LINE.”
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JURISDICTION APPROVAL STAMP (KEEP CLEAR)

LOCATION:  6014 NE MASON

VERSION: FIRST SUBMITTAL

PROJECT NAME: MASON 

DATE: 9-29-22
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INCLUDING STREET TREES

LANDSCAPING AREA
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REQUIRED OUTDOOR AREA
RD= RAIN DRAIN

EXTERIOR WALL MOUNTED
LIGHTS TO PROVIDE 1 FOOT
CANDLE/SF

BES STORMWATER FACILITY INSPECTION REQUIRED AT TIME OF
CONSTRUCTION. SEE BES INSPECTION CARD: To schedule, contact the
automated inspection request (IVR) system at (503) 823-7000 and request
inspection #487 BES Onsite Stormwater Facility Evaluation - OR- Contact BES at
(503) 823-7761 for assistance.

BDS INSPECTOR APPROVAL REQUIRED FOR DOWNSPOUTS AND PRIVATE
STORMWATER PIPING OUTSIDE OF STORM FACILITY.

SEPARATE BES ROW SEWER CONNECTION PERMIT
REQUIRED, WORK IN THE
PUBLIC RIGHT OF WAY CALL 503-823-1026
Email BESTrades@portlandoregon.gov

CONSTRUCTION DEWATERING NOT AUTHORIZED
BATCH DISCHARGE AUTHORIZATION PERMIT IS REQUIRED FOR
TEMPORARY DISCHARGES OF GROUNDWATER OR CONTRCUTION
RELATED STORMWATER (CHANNELISED, COLLECTED AND/OR PUMPED)
TO THE CITYS PUBLIC SANITARY OR STORM SEWER SYSTEM. IF
DE-WATERING TO A CITY SANITARY OR STORM SEWER SYSTEM IS
NECESSARY, PRE AUTHORIZATION MUST BE OBTAINED FROM THE BES
PRETREATMENT OR STORMWATER PROGRAMS. CALL (503) 823-5600 OR
CONTACT JOE BLANCO.
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TREE PLANTING DETAIL

1-1/2 x WIDTH OF
ROOTBALL

PLANTING
TABLETS

ROOTBALL CROWN TO BE
FLUSH
WITH FINISH GRADE

LOOSEN SIDES AND BOTTOM OF PIT

REMOVE BURLAP & TWINE
FROM
TOP 1/2 OF ROOTBALL

COMPACTED BACKFILL MIX

BARK MULCH

TRIM END TO 1/4" PAST
STAKE

RIGID GUY- CINCH LOOSLEY
AROUND TREE

2"x2"x8" WOODEN STAKE ONE
REQUIRED,
AT CONIFER, 2 REQ'D AT DECIDIOUS
(ONE REQ'D EACH SIDE) EDGE OF A/C

12
"

2.375" dia. GALVANIZED OR
STAINLESS STEEL TUBE

"INVERTED U" BICYCLE RACK
SEE PLAN VIEW BELOW FOR
LOCATION AND SPACING.

SURFACE FLANGE MOUNT
WITH (2) ANCHOR BOLTS.

4" CONC. SLAB

CRUSHED GRAVEL
TO 95% PROCTOR.

COMPACTED SUBGRADE
TO 95% PROCTOR

30" - 36"

30
" -

 3
6"

VISITABLE UNITS AS IDENTIFIED ON THIS PLAN
REQUIRE AN ACCESSIBLE ROUTE THAT

DOES NOT HAVE ANY STAIRS BETWEEN ENTRY
TO UNIT AND THE STREET. SLOPE OF ROUTE

NOT TO EXCEED 1:8

LOT COVERAGE

LOT AREA - 12,500  SF LOT

IMPERVIOUS AREA
ROOF AREA (INC.  OVERHANGS) 7572 SF
CONC. DRIVEWAY & PATH - 1,054 SF
TOTAL IMPERVIOUS AREA FOR DRYWELL 8626 SF

 

RESTRICTIONS

LOT SIZE - 9116 SF
ZONING - R 7
FRONT SETBACK- 15'
SIDE SETBACK- 5'
REAR SETBACK- 5'
LANDSCAPE AREA 15%
OUTDOOR AREA 2200 SQ FT REQUIRED

2569 SQ FT PROVIDED

FAR DOES NOT APPLY
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28" TREE TO BE
REMOVED DURING

THIS PERMIT

33" TREE TO BE
REMOVED DURING

THIS PERMIT

45" TREE TO BE
REMOVED DURING

THIS PERMIT

39" TREE TO BE
REMOVED DURING

THIS PERMIT

SHORT TERM
BIKE PARKING
(1) REQUIRED

PROPOSED
CITY WATER

METER
LOCATION

PROPOSED SANITARY LINE TO BUILDING

DRYWELL
2900 SQ FT OF

ROOF, REQ TWO
48" X 120" RING

6' TALL WOOD
FENCE, 100%

SIGHT OBSCURE

6' TALL WOOD
FENCE, 100%

SIGHT OBSCURE

4' WIDE CONCRETE
WALK TYPICAL

ONSITE
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SITE PLAN
1/8" = 1'-0"

WATER SERVICE LINE TO BUILDING

HATCHED AREA
COMMON OUTDOOR AREA
15' MIN DIMENSIONS ALL
DIRECTIONS 2566 SQ FT

PROPOSED 6" PVC SS LATERAL TO
CONNECT TO NEW SEWER

BRANCH AT PROPERTY LINE

PROPOSED 6" PVC SS LATERAL
BRANCH TO CONNECT TO

EXISTING 19'-6' LONG BRANCH &
CONNECT TO THE MAIN LINE

SEWER IN ROW.

SANITARY SEWER
TRENCH TYPICAL
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TRENCH TYPICAL
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1% SLOPE
MIN

12" THICK LAYER OF
3/4" - 2-1/2" WASHED

DRAIN
ROCK BETWEEN THE
PIT LINING AND THE

EARTH WALL,
AND UP TO THE LID

SEE THE DRYWELL
SIZING CHARTS
FOR REQUIRED
DEPTH AND
DIAMETER.

PIPE JOINT
10" MINIMUM
ABOVE GROUND

1'
MIN 2'

MIN

10'
MIN

5' MIN
FROM

PROPERT
Y

LINE

OPTIONAL
:

TRAPPED
SILT

BASIN

1. Sizing:  See adjacent table to size the drywell(s) based on impervious
area.

2. Siting Criteria:  The base of the drywell must be at least 5' above
seasonal high groundwater.

3. Setbacks:  Measured from the center, the drywell must be 10' from
foundations and 5' from property lines except next to the right-of-way
where no setback is required between the edge of the drywell drain
rock and the property line.  The foundation setback is 8" for plastic
mini-drywells.

4. Piping:  Conform with Oregon Plumbing Specialty Code (OPSC)
requirements.

5. Access:  In residential settings, an access cleanout is optional but
highly recommended.

6. Pre-Treatment:  A trapped silt basin such as a sumped catch basin is
required except for drywells managing roof runoff and runoff from
pedestrian-only areas.

7. The top of the perforated drywell sections must be lower than
neighboring foundations.

8. Inspections:  Call BDS IVR inspection line, (503) 823-7000.  Request
487.3 inspections required.

DRYWELL
2900 SQ FT OF

ROOF, REQ TWO
48" X 120" RING
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